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HS-5 System Program (Ver.1.04) 

This system program updates the HS-5 system program to the latest version 1.04. 

 
How to know the version 
Before you start, check the system program version of your HS-5. 

1. Hold down the section B and section C [ INPUT ] buttons and turn on the power. 
2. Check the lighted indicators arranged around the [ E ] knob to determine the version. 

If the lighted indicators are as follows, perform an update. 
o If any indicator up to the fourth from the minimum position is lighted 

(If any indicator from the 7 o'clock position to the 10 o'clock position is 
illuminated) 

* If the fifth indicator from the minimum position (the indicator at the 11 o'clock position) 
is lighted, no update is required. 

3. After checking version of the product, power off the HS-5 without performing any 
button operation. 

 
 

Update history 
 
[ Ver.1.04 ] 
[ Additional Functions ] 

• The recording level can be adjusted when recording to a USB flash drive. 
To adjust the recording level, hold down the Record button and operate the [ A ] knob. 

• The playback level can be adjusted when playing back recorded data from a USB flash 
drive. 
To adjust the playback level, hold down the Play button and operate the [ A ] knob. 
 
About the compatibility of "snapshot" data saved on a USB flash drive 
* "Snapshot" data saved before updating can be loaded into an HS-5 unit after the 
update. 
* "Snapshot" data saved after an update cannot be loaded into an HS-5 unit that has not 
yet been updated. If multiple HS-5 units are in use, updating all units is recommended. 
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What you will need to update your HS-5 

• HS-5 
• AC Adaptor 
• A personal computer which can run the following SMF players ("UpdSMF") 

o UpdSMF ( DOWNLOAD: SMF Player for Windows ) 
o UpdSMF ( DOWNLOAD: SMF Player for Mac OS X v10.7 / v10.8 / v10.9 ) 

• HS-5 Driver 
Download the driver for the operating system that you use from the HS-5 download page 
in advance. 

• USB Cable 

 
Caution when performing the update 

� As long as you follow the procedure, no error occurs during the update with this 
program. If you fail the update, you can perform the update again. 

� Never power-off your HS-5 while the update is in progress! 
If a power failure or similar accident occurs during the update process, the HS-5 won’t be 
able to start up in normal operating mode. This will require servicing, so you will need to 
contact Roland service center near you if this occurs. 

� We regret that we are unable to answer questions regarding the update procedure using 
this system program. Please perform the update responsibly, following the directions given 
in this document. 

 
Getting the update file 
Please open/extract the downloaded "hs5_sys_v104.zip" file on your computer to get the update files 
in the "hs5_sys_v104" folder. 
 

 
Procedure for the update 
Install the unzipped system program to the HS-5 following the procedure below. 
* Never turn off your HS-5 while the update is in progress. 

1. Verify that the HS-5 driver is installed on the computer you're using. 
* If the driver is not installed, then install it. 

2. Hold down the section B and section C [ INPUT ] buttons and turn on the power. 
3. Connect the USB port of the HS-5 and a USB port on the computer with a USB cable. 
4. Double-click "UpdSMF" displayed on the screen to start the UpdSMF. 
5. Set "MIDI Out Device" to "HS-5 CTRL". 
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6. Click [ Path ] ( click [ Select... ] for Mac ) on "UpdSMF" and specify the location 
where the update file is from SMF Path ( SMF Folder for Mac ). Then, click the [ OK ] 
button. 

7. Click [ Scan SMF ] ( unnecessary for Mac ) to check that the update file is displayed in 
the file list. 

8. Click Send. 
Transmission of the update file starts. 
The [ A ] knob and [ B ] knob indicators advance. When the indicators for both A and B 
all light up and then flash slowly, the update has finished. 

9. Click [ OK ] on the Send SMF/Complete dialog box (the Complete Update dialog box 
for Mac) of "UpdSMF". 

10. Click [ Exit ] (click [ Quit ] for Mac) of the "UpdSMF" to exit "UpdSMFJ". 
11. Turn off the power of the HS-5 and disconnect the USB cable from the HS-5. 
12. Refer to "How to know the version" and confirm the version. 

Of the indicators arranged around the [ E ] knob, if the fifth indicator from the minimum 
position (the indicator at the 11 o'clock position) is lighted, the update finished 
normally. 

 


