
SP-555 System Update Version 1.04 
 
Checking the Version  

1. While holding down MARK, power on the SP-555. The display will indicate the version 
number. 

What you will need to update your SP-555 

 SP-555 
 Computer 
 USB cable 
 SP-555 USB driver for your computer 
 Sequencer application, or download the “SMF Player” from www.rolandus.com 

Caution when performing the update 

 Do not use this system program for any product other than the SP-555. Doing so may 
damage the data or system of your other product. 

 We recommend that you save your user data before you perform the update. If a 
problem occurs and your user data is lost, you will be able to restore the original state 
by reloading the data you saved. For details on the procedure, refer to "Saving backup 
data (backup save)" section and "Loading backup data (backup load)" section of the 
Owner's Manual. 

 If a power failure or similar accident occurs during the update process, the SP-555 may 
not be able to start up in normal operating mode which would require servicing at an 
Authorized Roland Service. 

Getting the update files 

 Please open/extract the downloaded “sp555_sys_v104.zip” file on your computer to get 
the update files named “SP555-??.MID”(15 files) in the “sp555_sys_v104” folder. 

Procedure for the update 

* Before you update, exit all applications on your computer. 

1. While holding down PLAY and METORONOME, power on the SP-555. 
2. Connect the computer and the SP-555 with the USB cable. 
3. Load and play all update files in order from your sequencer (or the Update SMF 

application). The processing time will be approximately 10 minutes. 

* Do not power-off the SP-555 while the update is in progress. 

4. The pads will blink after the update process is completed. Power off the SP-555. 
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